	SPECIAL OFFER 


SDC-HD/LD/LLD-50 PE Film Blowing Machine

EXTRUSORA DE MANGA Y FILM DE POLIETILENO PARA ALTA Y BAJA DENSIDAD DE 50MM Ø DE TORNILLO
Simple introduce:

It is used for blowing various plastic film of low density polyethylene(LDPE),high density polyene (HDPE)and linear low density polyethylene(LLDPE)etc., Which are widely used for packing liquid, industrial products, garments and textile and printing lamination. etc. The cylinder and the screw stems of the extruder are made of 38 CRMOALA high-quality alloy steel with optimum hardness and strong corrosion resistance after nitroqen treatment and precision finishing ,high-rigidity, be strong  able to bear causticity, wear well.
Se utiliza para soplar varias películas plásticas del polietileno de la baja densidad (LDPE), el polietileno de alta densidad (HDPE) y el polietileno lineal de la baja densidad (LLDPE) etc., que son ampliamente utilizados para los productos líquidos, industriales del embalaje, la ropa y la materia textil y la laminación de la impresión. etc. 
El cilindro y los vástagos del tornillo del estirador se hacen del acero de aleación de alta calidad de 38 CRMOALA con dureza óptima y la resistencia a la corrosión fuerte después el tratamiento de nitrogeno.  La precision en el acabamiento, alto-rigidez y con un control rigurosa y eficacia en la prueba. 
Technical Variable:

	Type
	SDC HD/LD/LLD-55

	Suitable Material
	HDPE/LDPE/LLDPE

	Film Width
	300-800mm

	Film Thickness
	HDPE
	0.009-0.015mm

	
	LDPE
	0.02-0.15mm

	Max.extrusion Output 
	HDPE
	60 kg/hr

	
	LDPE
	80 kg/hr

	Extruder

	Screw Diameter
	Φ55

	Screw L/D Length
	28:1/30:1

	Screw Material
	SACM-645/38 CRMOALA

	Cylinder Material
	SACM-645/38 CRMOALA

	Cylinder Cooling
	250×2

	Driving Motor
	15kw

	Temperature Control
	3

	Average Power-consume
	26KW

	Type of die

	Die-size
	Φ100/120mm

	Temperature control
	3

	Air-ring
	1

	Air-blower
	1.5kw

	Center steady stick
	2

	Clearance of die
	2mm

	Take-upunit

	Roller width
	Φ165×850mm

	Effective width
	800mm

	Height adjustable type
	800mm

	Take-up speed
	10- 100m/min

	Take-up motor
	1.1kw

	Winding unit

	Type
	Surface Friction Type

	Winding motor
	8 N.m

	Winding speed
	10- 100m/min

	Outline diameter(L*W*H)
	5.5m×2.2m×4.8m

	Weight
	1.5T


Optional Accessories 

1) Auto Loader 1.5HP
2) Film Surface Treatment 1000mm
3) Air Compressor

4) Mechanics screen changer

5) Double winders semi-automatic

